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NVC-SDN200D/W

&

Caracteristici

* Mod de lucru electronic zi/noapte
« Posibilitatea functionarii in IR
¢ Rezolutie orizontala: 380 TVL
¢ Sensibilitate: 0.3 Ix/F=2.0
» Obiectiv standard: f=3.8 mm
e culoare carcasa:
- Alb: NVC-SDN200D/W
- Negru: NVC-SDN200D/B
e Alimentare: 12 VDC

Pick-up Element

1/3"” SONY Super HAD CCD imager

Horizontal Resolution

380 TVL

Min. Illumination

0.3 Ix/F=2.0

S/N Ratio

More than 48 dB (AGC Off)

Electronic Shutter

Auto (AES): 1/50 s ~ 1/100 000 s

Auto Gain Control (AGC)

On

White Balance Auto

Back Light Compensation (BLC) Auto
Synchronization Internal

Day/Night Switching Auto

Lens Type Standard: f=3.8 mm
Angle of View (H) 66°

Video Output 1.0 Vp-p/75 Ohm (BNC)
Power Supply 12 VDC

Power Consumption 2W

Operating Temperature 0°C ~ 50°C
Dimensions (mm) 113 (@) x 76.7 (H)
Weight 220 g

AAT Holding Sp. z o.0.
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